Definitions of the terms “weather compensation”, or “weather compensator”, vary, but can generally be taken to describe: “a control function which maintains internal temperatures by varying the flow temperature from the heat generator relative to the measured outside temperature” i.e. the warmer it is outside the lower the flow temperature, and that of the heat emitter(s), whilst still maintaining comfort conditions.

*From April 2018, when a gas combination boiler is installed in existing dwellings in England, an additional energy efficiency measure will be required. Weather compensation technology is listed as a suitable measure under the legally binding changes.

There are a growing number of heating control options already available, and it is important that we, as an industry consider each one, as they say ‘One size doesn’t fit all’.

A SMART investment

Most manufacturers offer weather-compensation control with their boilers, with the control system either being embedded within the appliance upon production, or available as an optional extra. In the same way, any required outdoor sensor is either supplied as standard, or available as an optional extra.

It is important not to deviate from the boiler manufacturers’ instructions and guidance when appliances and weather-compensation devices are being paired.

The connection of weather-compensation devices to boilers may by design limit their operation at full-rate. The device may need to be safely disconnected to operate the appliance at full-load, where this is required, such as at the time of appliance commissioning or servicing.

The manufacturers’ instructions for the appliance and/or device should be consulted.

A weather-compensation temperature control provided with a new boiler falls into the category of a “package” under ErP. Depending on the ErP control class (weather-compensation controls for use with modulating heaters will be class II or VI), they will provide a specific percentage “uplift” to the ErP boiler seasonal space-heating efficiency rating.

Manufacturers often provide free or discounted training for installers on weather-compensation devices, to help familiarise them with how the products work, and best-practice installation.

Design

Systems using weather-compensation generally perform best where continuous heating is being used, or for an extended period “once” a day. Where bi-modal heating patterns are in use, the system will benefit from the addition of load-compensation (to ensure fast heat-up times following extended off periods).

Weather compensation will work well with all correctly designed systems and is also well suited for new build properties.

Weather compensation may not always be suitable for every property and/or system design. In particular, older “one-pipe” systems may suffer from under-heating.

Different controls will offer variable compensation curves, to account for individual customer preferences, the type of heat delivery (e.g. radiators or under-floor heating) and the different methods and materials used to construct the property (heat-loss).
Points to note

Depending on appliance design, when weather compensation is fitted to a combi boiler the radiator temperature may not be able to be controlled with the boiler thermostat in the conventional fashion, as weather-compensation generally overrides this function. However, some manufacturers utilise the boiler thermostat to control the compensation “curve” or “slope”, and so allow greater flexibility of the flow temperature setting, based on the outside temperature. Further details will be contained in the appliance manufacturers’ instructions.

Some controls connected to “heat-only” appliances are able to differentiate a HW demand from a CH demand, ensuring that where HW storage is in place, this heats to a safe and acceptable temperature (typically 60C).

Many weather compensators operate the boiler circulating pump continuously, so consideration of the householder and the proximity of radiators in bedrooms should be given.

Some weather sensors still require a boiler programmer and room thermostat to be installed. The sensor will then adjust the boiler flow temperature based on outside temperatures only during a programmed period and the room thermostat will turn off the boiler and pump when it reached the correct internal air temperature.